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The EIS Transport Impact Study Appendix E was seriously flawed because it failed to accurately and 
convincingly establish the base characteristics of the traffic in the area of Fyshwick and particularly in 
Tennant Street where many other businesses rely on the roads for delivery and transport of 
goods. This failing was in spite of the scoping Document explicitly requiring the existing conditions 
and values of the subject to be described and considered,

The background traffic and transport conditions should consider existing traffic, public transport, 
walking and cycling, parking, pavement and transport infrastructure elements within each impact 
assessment area, It should consider these factors for the entire route to be taken by Hi Quality 
vehicles coming from Goulburn, Yass or the south coast or wherever. The impacts of their trucks 
travelling through the city from the end of the Barton Highway was completely ignored. 

Existing daily and peak hour traffic volumes for relevant vehicle types was inadequately 
addressed. Peak hour is usually the morning and afternoon weekday commuter peaks although other 
periods may need to be considered depending on the development type and location for example, 
Thursday night shopping, Saturday morning sports, special events, holidays, school peaks for 
development near schools and so on, For Fyshwick, Christmas shopping brings many more 
thousands of cars and people not the area for shopping. This needed to be addressed as the DFO is 
close to the proposal location and the Traffic lights most impacted will include those taking shoppers 
from Newcastle street to the DFO. 

Existing intersection operational performance was also inadequately addressed as only two sets of 
lights were examined. Hi Quality's traffic will be passing through the whole length of Newcastle 
street so the Ipswich street lights should have been assessed in more depth because they are already 
severely congested. The main concern is trying to turn left into Ipswich street from the Monaro 
Highway where the access line is quite short. It is unclear what additional impact Hi Quality vehicles 
will have on that intersection. 

It is also unclear what the existing road safety issues and risks are so the baseline conditions can be 
compared with the EIS conclusions that there will be not additional risks. The baseline risks needed 
to cover the whole road network that will be traversed by the truck routes not just those in Fyshwick. 

Other peak periods might need to be assessed if the subject development generates its peak traffic 
volumes outside the network background peak periods. The peak traffic period generated by the 
development does not correspond with peak am and pm traffic. We understand that. But what is the 
peak period traffic generation for other business types in Fyshwick and how many of them 
correspond with Hi Quality? 

Traffic impacts during night time deliveries must be assessed for risks and impacts. Little attention 
was paid to this. If not in Fyshwick other areas traversed by the delivery vehicles may have some 
tricky turns or blind spots and they need to be identified before an adequate assessment of the 
potential significant adverse impacts of EIS201900001 can be reliably made, 

Thank you, 
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